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GREEN STARTER -
30Amp FUSE -
RED +12YDC
| | 30Amp FUSE

RED +12VDC
BLUE - IGNITIONI1

T yELLOW A ()ACC 2 b For some oac has 2 ACC, ( compressor and FAN separate )

RED +12VBC installer must use a J0Amp relay for 2 ACC.
———BLUE — =2 (IGNITION 2 = 0y forsomme car has 2 igntion wires

Installer must use a 30Amp relay for 2** ignition.
Also GM car with “vats”™, use ignition 2 for “vats by pass” signals.

BLACK — " GROUND
| | 15Amp FUSE _

WHITE ————(+)PARKING LIGHT(12 Amp)
DARK BLUE RESET(-) -~ TO PIN SWITCH (HOOD SENSOR )
YELLOW/BLACK = RESET(+) - TO -PEDAL BRAKE '
PINK TRIGGER(-) TO START / STOP ENGINE

ORANGE ———— START KILL « 1 a i 3 detection sources :

1 VACUUM SWITCH

2 SMART SENSOR D s —
3 TACHOMETER D
" AND MAKE SURE MOVE SLIDING | {7 yromncswmren )
: SWITCH TO CORRECT POSITION. ! S T .
""""""""""""""""""""" 1 ""'-u.‘
. SMART SENSOR. %,
..‘ + —
., BATTERY
. :..» TACHO-LEARNING INDICATE LED TACHOMETER g ;E
e » TACHO-LEARNING VARIABLE RESISTOR sonmon co. P

: s »SMART SENSOR INDICATE LED
S NTITTE »SMART SENSOR VARIABLE RESISTOR
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SNHS

A
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ZWIIUMPER CRANKING TME, I* 2Y& 3% =12" 1.5, 2.0” %
OFEN CRANKING TIME, 1* 24 3= 10", 1.5, 20"
se—_— |
/W!JUMPER REMOTE ENGINE RUNNING 153 MINUTES *
ey’ OPEN REMOTE ENGINE RUNNING 30 MINUTES
o o k ?WH{MER LOW SENSITIVITY TACHOMETER
o ol | QPEN INCREASE SENSITIVITY TO DETECT TACHOMETER
]
SMART SENSOR  ADJLV.R..
SMART SENSOR
INDICATE LED

RS241 OPERATIONAL MANUAL

% Stats change must unplug then plug again

TACHO-LEARNING ADJ. V. R.. (For TACHOMETER detect only. )

TACHO-LEARNING

INDICATE LED

— TACHOMETER [ Coil (-} sick }

—> SMART SENSOR [ BATTERY (+) side ]
I" VACUUM SWITCH [-]

. Slide switch
f
ENGINE DETECTION SOURCE SELECTION FUNCTION FROGRAMMABLE DETAIL

When installer chose RPM { coil (~) side ] or Smart Sensor or Vacuum switch for engine detect, must remember to move
Slide switch to correct position.

How to adjust TACHO-Learning V.R. ? o

Tum 1§mtlon on and start the car, press and release pedal accelerator until idling,

Turn V.R. 1 from left to right until LED just on

Ifuser wants cranking time longer, turn V.R1 a little bit more to the left, every time cranking become a little longer.
Same principle, if user intend to cranking less, from “LED just on” turn a little bit to the right

If some car can’t adjust VR to have LED on. .
Please remove jumper 1 to get more sensitive sensor and adjust the same way as above.

How to adjust smart sensor?

Make sure 2 principle as bellows :

(@ When 1gnition on and engine off, LED2 should not on or flash.

@ When ignition on. and engine running , LED 2 must on ( flash ), means CPU really detect pulse from +12V.

Also above adjust must tum from left to right.




